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Technical parameter

Print Support ordinary printing and DICOM printing

Power supply 220VAC，60W

Operating System Win7 and above operating system

Output format JPG、BMP、PNG、DCM

30μmPixel size

AutomaticImage plate data erasing mode

17lp/mmTheoretical resolution

USBCommunication interface

Gray scale value 65535

Image plates size 0 to 3 are all available on 

Inpixel. The thin and soft image plate gives 

patients the most comfortable examination 

experience.

size 0 size 1 size 2 size 3 

24X40mmsize 1

27X54mmsize 3

22X31mmsize 0

size 2 31X41mm

● The image can be adjusted directly on the software

● Durable image plate, low cost

● Excellent image quality

● Three-year warranty

● Applicable to size 0-3 image plates

● Simple and efficient operation process

▲Features

▲The characteristics of Inpixel Image 
plate scanner superior to traditional film 

● No need for dark room operation

● No harmful chemical substances, safe and environmentally friendly

● Adjustable image to avoid overexposure or underexposure

● Digital images, ready to use

● Digital diagnosis and storage

● Thin and soft, without data lines, increasing the comfort of patients

●The method of use is similar to that of traditional film, and you can use it right out 

of the box

● The surface of the image plate is 100% photosensitive

● Support image plate of various sizes

▲The characteristics of Inpixel image 
plate scanner superior to sensors
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Within the local area network, free connection with no limit, one machine 
can scan for multiple computers to synchronously read images


